
 

 

      

 

 

 

 

 

 

 

 

 

 

CHARACTERISTICS MOTO SS SEMI SYN 10W40 MA2 
Specific gravity at 15 C 0.865 

Kinematic viscosity at 40 C, mm2/s (cSt) 95.0 

Kinematic viscosity at 100 C, mm2/s (cSt) 14.6 

Viscosity index 150 

 

• Safety Data Sheet for this product can be obtained by visiting TriTech Lubricants Website  www.tritechlubricants.com 
• All Packages should be stored under cover to avoid water contamination and fading. Products should not be stored over 60°C 

• Suitable for late model Japanese and European Motorcycles 

• Shear stable and excellent oil film strength 

• Outstanding wet clutch performance 

• Engine protection from wear and combustion by-products 

 

MOTO SS SEMI SYN 10W40 MA2 is a specially formulated 4T semi synthetic motorcycle oil representing a 

new generation bike oil which provides exceptional clutch performance, better protection from piston deposits, 

less oil thickening and sludge deposits, and exceptional anti-wear protection under high speed high stress 

riding conditions. MOTO SS SEMI SYN 10W40 MA2 is especially suited to everyday riding. 

 

TECHNICAL DATA 

SPECIFICATIONS 

MOTO SS SEMI SYN  
10W40 MA2 

Code: 9103 
Date: 02-03-2018 

 
 

SUMMARY OF BENEFITS 

DESCRIPTION 

• API SL 

• JASO MA2  

 

http://www.tritechlubricants.com/

