
 

 

      

 

 

 

 

 

 

 

 

 

 

CHARACTERISTICS SYNTECH 10W30 SN/CF 
Specific gravity at 15 C 0.865 

Kinematic viscosity at 40 C, mm2/s (cSt) 69.8 

Kinematic viscosity at 100 C, mm2/s (cSt) 11.5 

Viscosity index 159 

 

  

DESCRIPTION 

• API SN/CF 

 

SYNTECH  
10W30 SN/CF  

Code: 9135 
Date: 02-12-2021 

 

SUMMARY OF BENEFITS 

SYNTECH 10W30 SN/CF is a premium quality semi synthetic, friction modified engine oil made from a blend of 

hydrocracked and synthetic base oils and fortified with the latest technology additive system that provides 

advanced engine protection, less sludge formation and excellent fuel economy. SYNTECH 10W30 SN is the 

ultimate lubricant for engine protection and fuel efficiency in new as well as older petrol and small diesel 

engines.  

 

• Safety Data Sheet for this product can be obtained by visiting TriTech Lubricants Website  www.tritechlubricants.com 
• All Packages should be stored under cover to avoid water contamination and fading. Products should not be stored over 60°C 

 

  

TECHNICAL DATA 

SPECIFICATIONS 

SYNTECH 10W30 SN/CF offers excellent cold start flow for wear protection when it matters most.  It 
has excellent oxidation and thermal resistance and its superior additives will keep the engine 
clean and free from sludge. 

 
 

http://www.tritechlubricants.com/

