
 

 

      

 

 

 

 

 

 
 

 

 

CHARACTERISTICS 5W30 C4 LOW SAPS 
Specific gravity at 15 C 0.8503 

Kinematic viscosity at 40 C, mm2/s (cSt) 68.0 

Kinematic viscosity at 100 C, mm2/s (cSt) 11.7 

Viscosity index 169.0 

  

  • ACEA C4 – 16 

• RENAULT RN 0720 

• For outside warranty, suitable where ACEA C3 is required. 

 

 

TECHNICAL DATA 

DESCRIPTION 

Synergy Euro 5W30 C4 is a full synthetic formulation and is suitable for use where diesel particulate filters 
(DPF) are used. It has excellent soot and sludge control resulting in cleaner engines and reduces fuel 
consumption due to superior technology. It has a shear stable formulation for wear protection even during 
high speed, heavy load conditions. It has excellent thermal and oxidation stability for extended drain 
intervals. 

 
 

 

 
 

• Safety Data Sheet for this product can be obtained by visiting TriTech Lubricants Website  www.tritechlubricants.com 
• All Packages should be stored under cover to avoid water contamination and fading. Products should not be stored over 60°C 

SPECIFICATIONS 

 

SUMMARY OF BENEFITS 

SYNERGY EURO 
5W30 C4  

Code: 9275 
Date: 13-11-2020 

 

SYNERGY EURO 5W30 C4 is a Low SAPS engine oil blended with advanced additives to meet requirements 
of modern European and Japanese engines. Ideally designed for late model Nissan and Renault diesel 
engines that comply with Euro VI and below exhaust emission legislation. 
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