
 

 

      

 

 

 

 

 

 
 

 

 

CHARACTERISTICS 504/507 5W30 
Specific gravity at 15 C 0.853 

Kinematic viscosity at 40 C, mm2/s (cSt) 68.0 

Kinematic viscosity at 100 C, mm2/s (cSt) 11.9 

Viscosity index 173 

  

  • VW 504 00 / 507 00 (OEM approved) 

• ACEA C3-2016 

• API SP 

• BMW LL04 

 

 

 

TECHNICAL DATA 

SYNERGY EURO 
504/507 5W-30 

Code: 9287 
Date: 05-08-2021 

 
 DESCRIPTION 

• Engineered to deliver excellent protection and cleanliness 
• Formulated to have the highest level of oxidation and thermal resistance, sludge resistance, detergency, 

filterability to result in extra-long drain intervals (30,000 – 50,000 kms). 

• Provides outstanding protection from LSPI events that can cause catastrophic engine failure 

• Promotes engine durability due to excellent wear and corrosion protection 
 

 

 

 
 

• Safety Data Sheet for this product can be obtained by visiting TriTech Lubricants Website  www.tritechlubricants.com 
• All Packages should be stored under cover to avoid water contamination and fading. Products should not be stored over 60°C 

SYNERGY EURO 504/507 5W-30 is a top tier mid SAPS engine oil especially developed for Volkswagen 
Group engines. It is designed to be used in both Diesel and Petrol engines and is approved by 
Volkswagen A.G. for its latest petrol and diesel engines. 
SYNERGY EURO 504/507 5W-30 is a full synthetic formulation and is suitable for use where particulate filters 
are used.  Extra strong oil film strength for better wear protection at higher loads and speeds. 
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SPECIFICATIONS 

• PORSCHE C30 

• MB 229.52, 229.31, 229.51 

SUMMARY OF BENEFITS 

http://www.tritechlubricants.com/

