
 

 

      

 

 

 

 

 

 

 

 

 

 

CHARACTERISTICS SYNERGY SUPER CAR 10W60 SN/CF 
Specific gravity at 15 C 0.860 

Kinematic viscosity at 40 C, mm2/s (cSt) 180 

Kinematic viscosity at 100 C, mm2/s (cSt) 24.9 

Viscosity index 171 

 

  

• API SN 

• ACEA A3 / B4 

• PSA B71 2300 

• VW 501 01 / 505 00 

DESCRIPTION 

SPECIFICATIONS 

TECHNICAL DATA 

SYNERGY 
SUPER CAR 

10W60 SN/CF 
Code: 9176 

Date: 10-04-2021 
 

• Safety Data Sheet for this product can be obtained by visiting TriTech Lubricants Website  www.tritechlubricants.com 
• All Packages should be stored under cover to avoid water contamination and fading. Products should not be stored over 60°C 

SYNERGY SUPER CAR 10W60 SN/CF is a new generation fully synthetic petrol/diesel high performance 
motor oil which provides the highest level of protection from combustion deposits, heat induced oil oxidation 
and sludge deposits. SYNERGY SUPER CAR 10W60 SN/CF is a high viscosity oil suitable for high 
performance European, American and Asian cars running that are driven at high RPMs on the road and on 
the racetrack. 

 

SUMMARY OF BENEFITS 

• Extended drain intervals 

• Excellent film strength at 
high temperatures and RPM 

• Reduces engine wear 

 
 

 

 

  
 

• Good low temperature flowability 

• Excellent chemical and shear stability 

• Helps maintains horsepower in older 
engines 
 

http://www.tritechlubricants.com/

