
 

 

      

 

 

 

 

 

 
 

 

 

CHARACTERISTICS 0W40 SP 
Specific gravity at 15 C 0.853 

Kinematic viscosity at 40 C, mm2/s (cSt) 75.0 

Kinematic viscosity at 100 C, mm2/s (cSt) 13.5 

Viscosity index 180.0 

  

  

TECHNICAL DATA 

• API SP 

 

 

DESCRIPTION 

• Safety Data Sheet for this product can be obtained by visiting TriTech Lubricants Website  www.tritechlubricants.com 
• All Packages should be stored under cover to avoid water contamination and fading. Products should not be stored over 60°C 

SPECIFICATIONS 

• Formulated with full synthetic Group IV PAO and ester base stocks 

• Maintains high shear stability under extreme conditions. 
• Fast flowing even in cold weather. Extra strong film strength. 

• Superior oxidation control and thermal stability 

• Provides LSPI protection 

 

 

 
 

SUMMARY OF BENEFITS 

SUITABLE FOR USE IN: 

• VW 502.00, 505.00 

• MB 229.5 

• BMW LL01 

• PORSCHE A40 
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SYNERGY 0W40 SP is a state of the art fully synthetic, high-performance engine oil which provides the 
highest level of protection from combustion deposits, heat induced oil oxidation and sludge deposits. 
It is made using the finest quality, carefully selected premium synthetic base oils and provides exceptional  
anti-wear protection due to its high film strength properties. Has LSPI capability to protect latest modern 
engines from LSPI. 
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