
 

 

       

 

 

 

 

 

 

 

 

CHARACTERISTICS ECOTECH 10W30 FA-4 

Specific gravity at 15 C 0.865 

Kinematic viscosity at 40 C, mm2/s (cSt) 67.0 

Kinematic viscosity at 100 C, mm2/s (cSt) 10.7 

Viscosity index 150 

 

  

 

ECOTECH 

10W30 FA-4  
Code: 2005 

Date: 10-01-2017 

DESCRIPTION 

SPECIFICATIONS 

ECOTECH 10W30 FA-4 is a Low SAPS, new generation, premium heavy duty diesel oil that has been 

specifically formulated for use in select high-speed four-stroke cycle diesel engines designed to meet 2017 

model year on-highway greenhouse gas (GHG) emission standards.  It affords increased fuel economy and 

long drain intervals. 

• API: FA-4 

• CUMMINS CES 20087 

• DETROIT DIESEL DD93K223 

 

SUMMARY OF BENEFITS 

• Excellent soot dispersancy 

• Superior friction and wear control 

• Increased fuel economy 

 

• Stand alone product, not backward compatible 

• Specially formulated to protect exhaust after 

DPF’s 

 

• Materials Safety Data Sheet for this product can be obtained by visiting TriTech Lubricants Website  www.tritechlubricants.com 

• All Packages should be stored under cover to avoid water contamination and fading. Products should not be stored over 60°C 

TECHNICAL DATA 


