
 

 

      

 

 

 

 

 

 

 

 

 

 

CHARACTERISTICS SYNERGY EURO 5W30 12-FE 
Specific gravity at 15 C 0.840 

Kinematic viscosity at 40 C, mm2/s (cSt) 54.8 

Kinematic viscosity at 100 C, mm2/s (cSt) 10.0 

Viscosity index 172 

 

  

• API SN Plus 

• ACEA C2 

• BMW LL-12 FE 

• ILSAC GF-5 

DESCRIPTION 

• Safety Data Sheet for this product can be obtained by visiting TriTech Lubricants Website  www.tritechlubricants.com 
• All Packages should be stored under cover to avoid water contamination and fading. Products should not be stored over 60°C 

SPECIFICATIONS 

• Extended drain intervals 

• Maximises fuel economy 

• Excellent wear protection 

• Minimum Sludge formation 

 
 

• Improved low and high Temperature 
viscosity performance 

• Outstanding chemical and shear stability 

• LSPI protection in high-output small 
engines 
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TECHNICAL DATA 

SUMMARY OF BENEFITS 

SYNERGY EURO 5W30 12-FE is a new generation, mid-SAPS, fully synthetic energy conserving motor oil 
which provides the highest level of protection from combustion deposits, heat induced oil oxidation and sludge 
deposits. Ideal for BMW engines requiring BMW LL-12 FE performance level. Also suitable to high performance 
petrol and small diesel engines with DPFs. 
SYNERGY EURO 5W30 12-FE is an energy-conserving motor oil that is suitable for high-output small diesel 
engines with Diesel Particulate Filters and petrol engines requiring an energy conserving 5W30 oil. It provides 
wear protection in all temperature ranges with its outstanding low temperature flow characteristics and highly 
shear stable formulation. 
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