
 

 

      

 

 

 

 

 

 

 

 

 

 

CHARACTERISTICS MOTO FS FULL SYN 10W30 MA2 
Specific gravity at 15 C 0.8542 

Kinematic viscosity at 40 C, mm2/s (cSt) 69.0 

Kinematic viscosity at 100 C, mm2/s (cSt) 11.4 

Viscosity index 159 

 

• Safety Data Sheet for this product can be obtained by visiting TriTech Lubricants Website  www.tritechlubricants.com 
• All Packages should be stored under cover to avoid water contamination and fading. Products should not be stored over 60°C 

• Suitable for late model Japanese and European Motorcycles 

• High viscosity index with shear stable formulation for excellent cold weather starts and thick oil film for during 

hard riding 

• Outstanding wet clutch performance 

• Engine protection from wear and combustion by-products 

 

MOTO FS FULL SYN 10W30 MA2 is a specially formulated 4T full synthetic oil representing a new generation 

bike oil which provides exceptional clutch performance, better protection from piston deposits, less oil 

thickening and sludge deposits, and exceptional anti-wear protection under high-speed high stress riding 

conditions. MOTO FS FULL SYN 10W30 MA2 full synthetic bike oil ensures quick circulation of oil to all moving 

parts during cold weather starts, providing additional wear protection during this critical time of an engine’s 

operation. 
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